Page 4-1, line 5, between “DESCRIPTION” and “These” insert the following:
“All hot mix asphalt concrete produced shall meet the requirements of 8402-1 and the following.”

Page4-1, under 8401-2.02 Composition of Mixtures, Marshall Mix Property Criteria, deletethecurrent table
and replace it with the following table:

MARSHALL MIX PROPERTY CRITERIA 5
Mix Criteria
Mix Property Type 6F and 6 FX Type 7F and 7FX
Air Voids, % 3.0-5.0 3.0-5.0
Voids in Mineral Agg. (VMA), %, min. 14.0 16.0
Voids Filled with Binder (VFB), % 65 - 78 65 - 78
Page 4-3 10

Under 8401-2.02, Composition of Mixtures, Composition of BituminousPlant Mixtures, del etethe current
table and notes and replace them with the following:

“ TABLE 401-1
COMPOSITION OF HOT MIX ASPHALT MIXTURES 15
Mixture Base Binder Shim Top2
Require- Type 1 Type 2 Type 3 Type 5 Type 6, 6F, 6FX Type 7, 7F, 7TFX
ments
General Job General Job General Job General Job General Job General Job
Screen limits Mix limits Mix limits Mix limits Mix limits Mix limits Mix
Sizes % Tol. % Tol. % Tol. % Tol. % Tol. % Tol. 20
Passing % Passing % Passing % Passing % Passing % Passing %
50.0 mm 100 - 100
37.5 mm 90 -100 - 75 - 100 +7 100
25.0 mm 78 - 95 +5 55 - 80 +8 95 - 100 - - - 100
12.5 mm 57 -84 +6 23-42 +7 70 - 90 +6 - - 95 - 100 - 100
6.3 mm 40-72 +7 5-20 +6 48 - 74 +7 100 - 65 - 85 +7 90 - 100 - 25
3.2mm 26 - 57 +7 2-15 +4 32-62 +7 80 - 100 +6 36 - 65 +7 45-70 +6
850 Fm 12 - 36 +7 - - 15 -39 +7 32-72 +7 15 -39 +7 15-40 +7
425 Fm 8-25 +7 - - 8-27 +7 18 - 52 +7 8-27 +7 8-27 +7
180 Fm 4-16 +4 - - 4-16 +4 7- 26 +4 4-16 +4 4-16 +4
75 Fm 2-8 +2 - - 2-8 +2 2-12 +2 2-6 +2 2-6 +2 30
PGB
Content, 4.0-6.0 +0.4 25-45 +0.4 45-6.5 +0.4 7.0-9.5 +0.4 5.4-7.0 +0.4 5.7-8.0 +0.4
0 34
PGB ®
Grade PG 64 -22 PG 64 -22 PG 64 -22 PG 64 -22 PG 64 -22 PG 64 -22 35
Mixing
and®
Placing 120-165 110-150 120-165 120-165 120-165 120-165
Temp.
Range, 40
“C
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NOTES:
1. All aggregate percentages are based on the total weight of the aggregate. The PGB content is based
on the total weight of the mix.

2. The “F” designation in the mix type indicates friction coarse aggregates are required and the *“X”
designation in the mix type indicates that the more stringent friction aggregate requirements exist.

3. Whenslag aggregates are used in the mix, the PGB content shall be increased accordingly, minimum
25 percent for an all slag mix.

4. The PGB content job mix tolerance of #0.4% shall not apply to Marshall Design mixtures.

5. For Specified PG 64-22 binder: A PG 64-28 binder may be substituted for the specified PG 64-22
binder at the Contractor’s discretion.

6. The PGB shall be introduced into the pugmill at a temperature compatible with that of the aggregate
as determined by the Regional Director or the authorized representative, between the limits of 110
°C and 175 °C.”

Page 4-4, lines 15 through 34, under §401-2.03A. Coarse Aggregates, delete the entire subsection and
replace it with the following:

“A. Coarse Aggregates. Coarseaggregatesused shall befrom approved sourcesand shall meet one of
the following requirements:

1. Limestone having an acid insoluble residue content of not less than 20.0%, excluding particles of
chert and similar siliceous rocks.

2. Dolomite (excluding Wappinger dolomite, as defined by the Department).

3. Sandstone, granite, chert, traprock, oretailings, slag or other similar non-carbonate materials. Non-
carbonate particles are defined as having a minimum acid insoluble residue content of 80.0%.

4. Gravel, or anatural or manufactured blend of thefollowing types of materials: limestone, dolomite
(including Wappinger dolomite as defined by the Department), gravel, sandstone, granite, chert,
traprock, oretailings, slag or other similar materials, meeting the following requirements:

For Type 6F mixes- Non-carbonate plus 3.2 mm particlesmust comprise aminimum of 10.0%
of thetotal aggregate (by weight with adjustmentsto equivalent volumesfor materials of different
specific gravities). Additionally, a minimum of 20.0% of plus 6.3 mm particles must be non-
carbonate.

For Type 7F mixes- Non-carbonate plus 3.2 mm particlesmust comprise aminimum of 10.0%
of thetotal aggregate (by weight with adjustmentsto equivalent volumesfor materials of different
specific gravities).

Non-carbonate particles are defined as having a minimum acid insoluble residue content of
80.0%."

Page 4-6, line 20, between “Plant” and “The” insert the following:

“All hot mix asphalt concrete produced will be measured and adjusted as indicated in 8402-4 and the
following.”

Page 4-24, Section 401 - Plant Mix Pavements - General:

Under 8401-3.13 Joints, delete B. Longitudinal and replace with the following:

“B. Longitudinal. Placement of the surface course shall be carefully planned to ensure that the
longitudinal joints in the surface course will correspond with the edges of the proposed traffic lanes. Other
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joint arrangements will require approval of the Engineer. When traffic is maintained on the roadway
during paving operations the mixture shall be laid such that no more than 30 meters of the longitudinal
pavement joint will be exposed at the end of the working day unless a greater length is permitted in the
contract documents. If an exposed joint in excess of 30 meters is allowed overnight, it shall not pose a
safety hazard to the motoring public, as determined by the Engineer, and warning signs shall be provided

12 mm VERTICAL STEPDOWN

FIRST PASS SECOND PASS

1 ON 8 SLOPE OR FLATTER
*

TAPERED WEDGE JOINT

at a maximum spacing of 300 meters to alert drivers of the uneven edge. Approval to leave an exposed
edge must be requested in writing, in advance of paving operations. If approval is granted to leave a
longitudinal pavement joint exposed to traffic the paving operation shall be planned so the edge is only
exposed to traffic for one night and is not exposed over weekends or holidays.

When paving adjoining lanes the Contractor shall use the following options:

Option A - Butt Joint. Under this option the asphalt concrete shall be laid such that it uniformly
overlaps the adjacent cold mat 50 to 75 mm. The thickness of the overlap material shall be
approximately 1/4 the compacted thickness of the course, so as to result in a smooth and well
compacted joint after rolling. The overlapped material shall be broomed or raked back onto the
adjacent hot lane so that the roller operator can crowd the small excess into the hot side of the joint.

Broadcasting of the overlap material onto the lane is not allowed. If the overlap is excessive, the
excess material shall be trimmed off so that the material along the joint is uniform. The coarse
particles of aggregate in the overlap material shall be removed and wasted if deemed necessary by
the Engineer.

Option B - Tapered Wedge Joint. Under this option the asphalt concrete placed for the first mat
shall be laid with an attachment to the paver to provide a sloping wedge with a vertical stepdown at
the longitudinal pavement joint. A wedge of material shall extend from the bottom of the stepdown
to the existing surface at a slope of 1 on 8 or flatter. Compaction of the first mat shall be done such
that the roller compacts up to but does not extend past the stepdown. The vertical stepdown shall be
12 mm, minimum, after compaction of the mat. The second mat shall be placed such that it uniformly
overlaps the adjacent cold mat 25 to 40 mm. The thickness of the overlap material shall be
approximately 1/4 the compacted thickness of the course, so as to result in a smooth and well
compacted joint after rolling. The overlapped material shall be broomed or raked back onto the
adjacent hot lane so that the roller operator can crowd the small excess into the hot side of the joint.
Broadcasting of the overlap material onto the lane is not allowed. If the overlap is excessive, the
excess material shall be trimmed off so that the material along the joint is uniform. The coarse
particles of aggregate in the overlap material shall be removed and wasted if deemed necessary by
the Engineer.

V-3

10

15

20

25

30



If permission is granted to expose a longitudinal pavement joint overnight and the joint becomes
damaged or provides an unsafe condition for motorists the approval to expose the longitudinal
pavement joint will be rescinded by the Engineer and no more than 30 meters of the longitudinal
pavement joint can be exposed at the end of the workday.

If a dual drum vibratory roller is used to compact the longitudinal joint constructed using Option A or
Option B it shall be operated in vibratory mode and as close to the paver as practicable. The first pass
shall be made with the roller traveling toward the paver and operating on the hot mat with 150 to 200 mm
of the roller drum protruding onto the cold mat. The roller shall apply a second pass to the joint as it
travels back away from the paver. If a single drum vibratory roller with pneumatic drive wheels is used,

the roller shall be operated in vibratory mode and the same procedure shall be followed except that the
roller shall be aligned on the joint so that the pneumatic drive wheels travel on the joint. All turning
movements of the roller shall be done on previously compacted material. After applying two roller passes
on the longitudinal joint, the roller shall then proceed to the low side of the lane and compact as described
in 8401-3.12 Compaction.”

Page 4-25, line 27, under §401-4 METHOD OF MEASUREMENT, delete the entire subsection and
replace it with the following:

“401- 4 METHOD OF MEASUREMENT. The provisions of 8402- 4, Method of Measurement
shall apply including the following:

Each delivery vehicle supplying hot mix asphalt production shall be accompanied by a delivery ticket
indicating the total quantity in metric tons being delivered. The delivery ticket quantity shall be determined
from the automated proportioning system or the delivery vehicle weigh system. The method of determining
the delivered quantity shall be subject to the approval of the Regional Materials Engineer. The delivery
ticket shall contain the following minimum information:

A. Delivery Ticket Number

B. Plant Identification

C. Contract Number

D. Material Description, (including the PG-Binder Grade)

E. Quantity of Material in Vehicle

F. Date and Time

One legible copy of the delivery ticket shall be made available to the state paving inspector prior to
the placement of the mixture.”

Page 4-26, line 1, under 8401-5 BASIS OF PAYMENT, deletethe entire subsection and replaceit with
the following:

“401- 5 BASIS OF PAYMENT. The provisions of §403-5 shall apply.”

Page 4-26, line 4, replace “SECTION 402 (VACANT) with the following:

“SECTION 402 - QUALITY CONTROL ASPHALT CONCRETE - GENERAL

402-1 DESCRIPTION. This performance related specification applies to the manufacture of all hot mix
asphalt utilizing a Quality Control/Quality Assurance system for governing production. Quality Control
is defined as all activities required to produce hot mix asphalt that meets all specification requirements.
The Contractor, through the hot mix asphalt Manufacturer, is ultimately responsible for all Quality Control
activities relating to the production of hot mix asphalt.

The Manufacturer shall produce hot mix asphalt according to specification requirements and provide
daily documentation on production quality. Production Quality Adjustment Factors (QAF’s) will be used
to assess hot mix asphalt production quality and will be applied to calculate a production quality payment
adjustment for each days production.
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The Department is responsible for Quality Assurance. Quality Assurance is defined as all activities
performed by Department personnel to assure that the production of hot mix asphalt meets the specification
requirements. The Department will determine a daily production quality payment adjustment for each
mixture type by using a daily QAF. QAF’s contained in this specification are used to measure production
variation from the mean of the specification limits.

402-2 MATERIALS. The provisions of 8401-2, Materials, shall apply unless otherwise specified
in the contract plans or proposal and as modified herein. All hot mix asphalt supplied to Department
projects shall be produced in accordance with the requirements outlined in this specification, and all
applicable Test Methods and Materials Procedures. Hot mix asphalt mixture designs shall be formulated
as required and must be acceptable to the Department prior to any project production.

During production of any mix design assigned verification status or the first production day of the
construction season for any mix design assigned production status, a daily QAF of 1.00 will be used
providing the required test results yield a daily QAF between 0.90 and 1.00. When the required test results
yield a daily QAF greater than 1.00, the actual daily QAF will be used. When the required test results
yield a daily QAF less than 0.90, the subject production will be evaluated in accordance with procedures
outlined in 8402-4, Method of Measurement.

The Department reserves the right to reject any hot mix asphalt mix design that demonstrates
unacceptable quality or exhibits properties that will affect the anticipated performance in accordance with
Section 105, Control of Work and Section 106, Control of Material.

402-3 CONSTRUCTION DETAILS. The details of §401-3, Construction Details, shall apply except
as modified below:

402-3.01 Quality Control. The Contractor shall make arrangements with the Manufacturer to provide
a production control system to produce hot mix asphalt for Department projects that conforms to all
specification requirements.

The Manufacturer shall sample and test hot mix asphalt prior to acceptance on Department projects.
The sampling and testing shall be performed in accordance with procedures approved by the Department.
The Manufacturer shall maintain complete records of all Quality Control test results and actions taken.
The records shall indicate the nature and type of deficiencies and corrective actions taken. All Quality
Control test results shall be documented in a legible manner and provided to the Department. Hot mix
asphalt produced without the required sampling, testing and documentation may be rejected.

A. Control Plan. TheManufacturer shall providethe Regional Material sEngineer with a control
plan. Thecontrol plan shall outlineall phasesof the production process and actionsnecessary to ensure
specification conformance. The control plan shall display in organizational form, alist of all personnel
associ ated with the production of thehot mix asphalt. Thislist shall identify all personnel namesandtheir
functions necessary toimplement all elementsof the Quality Control program. The plan administrator,
designated assi stant, quality control personnel and phonenumbersshall beincluded. Theadministration
of the control plan shall bethe soleresponsibility of the Manufacturer. Asaminimum, the control plan
shall contain the following:

Quality control organizational list.

Identification of the plan administrator, designated assistant and quality control personnel.
Qualifications and responsibilities of individuals.

Lines of communication to the Department.

Private testing organization representing the Manufacturer, including services provided.
Sampling and testing that ensures process control.

A list of all sampling and testing equipment used for process control.

Actions and corrective actions that ensures specification conformance.

ONoGOrLONE
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The control plan shall be submitted annually to the Regional Materials Engineer for approval a
minimum of fifteen working days prior to any hot mix asphalt production. Hot mix asphalt production
without an approved control planwill not beallowed. Updatesor changesto thecontrol plan, or personnel,
must receive prior approval by the Regional Materials Engineer. Control plan guidelinesare available
from the Regional Materials Engineer. 5

The control plan may be operated by the M anufacturer or a privatetesting organization representing
theManufacturer. If aprivatetesting organizationisused toimplement all or part of thecontrol plan, the
personnel assigned to the production facility site shall be identified on the organizational list.

A separate control plan shall be submitted for each production facility site. When morethan one plant
is located at a production facility site, only one control plan is required. All plants located at the 10
productionfacility site must be outlined in the control plan. All sampling and testing equipment used to
implement the control plan shall meet the requirements pertaining to the testing procedure. The
Department reservestheright to stop production for Department projectsin the event the control plan
is not followed.

B. Quality Control Organization. Thequdlity control organizationshal consist of the following: 15
1. Plan Administrator. Theplanadministrator shall bearepresentativeof the Manufacturer and
have full authority to institute all actions necessary for the operation of the control plan. The plan
administrator isresponsibleto ensureall requirementsof the specification arein conformance. The
planadministrator'ssignature shall belegally binding for the Manufacturer. One plan administrator
isallowed to beresponsiblefor multiple productionlocations. Anassistant plan administrator may 20
be designated in the absence of the plan administrator. The plan administrator or assistant must be
available to communicate with the Department's representative at all times. The Department
reservestheright to stop production for Department projectswhen the plan administrator or designee
isnot available.

2. Quality Control Technician. TheManufacturer shall provideasufficient number of hot mix 25

asphalt Quality Control Techniciansto perform quality control sampling and testing. The Quality

Control Technician must possess a current New York State Asphalt Pavement Association

Certification for Hot Mix Asphalt Sampling and Testing or its equivalent, as determined by the

Director, MaterialsBureau. A minimum of onecertified Quality Control Technician shall bepresent

at each production facility site. Production facility sites having multiple plants may utilize non- 30

certified Technicians to augment the Certified Technician. Hot mix asphalt production is not

acceptableunlessthecertified Quality Control Technicianispresent during production. However, the

certified Quality Control Technicianisnot required to be present for production of 150 metric tons

or less, if approved by the Regional Materials Engineer. Techniciansassociated with privatetesting

organizations shall meet the requirements for a Quality Control Technician. 35
The Department reservestheright to stop plant production for Department projectsin theevent

unacceptabl e Technician performanceisnoted. The Regional MaterialsEngineer or representative

will immediately inform the plan administrator regarding the reasons for stopping plant operations.
The Department may requirethe Manufacturer to repl ace unacceptabl etechniciansbefore plant

production isallowed to continue. Asaminimum, the certified Quality Control Technicianshall be 40

responsible for the following:

a. Have knowledge about al plant equipment used for hot mix asphalt production.

Perform all quality control sampling and testing as required.

Document all quality control test results and actions necessary to ensure process control.

Maintain a separate quality control book for each plant. 45

Document all quality control test resultsin alegible manner.

Keep quality control test results and plant diary updated on a daily basis.

~oa0CT

402-3.02 Production Facility Laboratory. TheManufacturer shal maintain an approved production
facility sitelaboratory equipped with necessary equipment to perform all required hot mix asphalt sampling
and testing. Testing equipment requiring calibration shall be calibrated annually and certified by the so
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Manufacturer that all testing equipment meets the required operational tolerances. Verification of the
productionfacility sitelaboratory and testing equipment will be performed annually by the Department and
whenever deemed necessary. Laboratory sampling and testing equipment shall be made available to the
Department'sQuality Assurance personndl. Therequirementsunder 8401-3.02 A .-II, Inspection Facilitiesshall
apply. In addition, the following equipment is required.

A. Maximum Specific Gravity Equipment.  Equipment necessary to determine the maximum

specific gravity of bituminous paving mixtures. All sampling and testing equipment shall meet the
requirements outlined in AASHTO T209, Standard Test Method for Maximum Specific Gravity of
Bituminous Paving Mixtures.

B. Bulk Specific Gravity Equipment.  Equipment necessary to determinethe bulk specific gravity 10

of bituminouspaving mixtures. All sampling and testing equi pment shal| meet the requirementsoutlined
inAASHTOT166, Bulk Specific Gravity and Density of Compacted BituminousMixturesusing Standard
Surface Dry Specimens.

402-3.03 Plant Lots and Sublots. Pant lotsand sublotsshall bedetermined on adaily basis using

NY SDOT MaterialsProcedure 94-04M, Testing Freguencies Using Random Sampling at aHot Mix Asphalt
Plant.

A plant lot isdefined asthe quantity in tonsof hot mix asphalt produced per plant for each mix designin
one day. When different mix designs are produced on the same day, then each mix design represents a
separate plant lot. Plant lots shall be consecutively numbered throughout the production season and start at
the beginning of each calendar year’ sproduction. Plant lot numbers(i.e., 1-200) will beassigned for each mix
design produced and increased by onefor each productionday. Sublotswill beassigned aconsecutiveletter
(A-F) and shall begin with "A" each production day.

Plant |otsare subdivided into sublotsand are based on theanticipated daily production. A sublotisdefined
asaportion of aplant lot having aquantity not to exceed 1250 metric tons. When producti on exceedsa1250
metric ton sublot, and the excessisnot greater than 150 metric tons, the excesswill beincorporated into the
previous sublot.

Testing isallowed on any portion of aplant lot. However, Quality Control sampling and testing is not
required on the first or last 150 metric ton portion of a sublot. This testing exclusion does not apply for
sublots greater than 150 but less than 300 metric tons, retest samples or any sample obtained when
production hasbeen terminated beforethe anticipated production for that plant lot. Whenasublotisgreater
than 150 but lessthan 300 metrictons, the sampleshall be obtained from the portion greater than 150 metric
tons. If the producer electsto test quantities|ess than 150 metric tons, this must be indicated in the control
plan and applied to al production.

When production stopsbeforeasubl ot sampl eisobtained, theuntested subl ot quantity will beincorporated
into thenext sublot. If thereisno subsequent sublot, the quantity will beincorporated into the previoussublot.
If thereisno subsequent or previoussubl ot toincorporateinto, the untested subl ot quantity shall be considered
aplantlot and the QAF for that amount shall be 1.00. Untested subl ot quantitieswill not beincorporatedinto
any subsequent or previous days plant lot production.

When production stops after asublot sampleisobtained and the quantity islessthan 1250 metric tons,
itisstill considered a sublot.

When the anticipated daily plant lot quantity is between 150 metric tons and 500 metric tons, the daily
QAFwill be1.00 providing therequired quality control sampleyieldsaQAF of 0.90 or greater. If therequired
test result yields a QAF greater than 1.00, the actual QAF will be used. If the required test result yields a
QAF lessthan 0.90, the subject productionwill beeval uated in accordance with proceduresoutlined in 8402-
4, Method of Measurement. The Manufacturer must notify the Regional Materials Engineer prior to any
production of thistype.

A. Certified Lot Production. Hot mix asphalt productionwithout the required quality control

testing is alowed to be certified for plant lot quantities of 135 metric tonsor less. Certified plant lots
will have a QAF of 1.00. All certified production shall meet the requirements outlined in this
specification.
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B. Volumetric Mixture Storage. When volumetric mixturesarestored prior to delivery, the

stored quantity will beincorporated into the plant | ot associated with the date of delivery. If thereisno
subsequent production toincorporateinto, the stored quantity shall be subject to therequirementsoutlined
in this subsection.

C. Non-Volumetric Mixture Storage. Whennon-volumetric mixturesarestored prior to ddivery,
the stored quantity will beincorporated into the plant |ot associated with the date of manufacture. The
lot number and daily QAF determined during production will be associated with the stored quantity.

D. Night Production. During night production the contractor hasthe option to associate plant lots as

outlinedin thissubsection or when plant empl oyee shift change occurs. TheRegiona Material sSEngineer
must be notified which option will be used at least one day prior to any production of thistype.

402-3.04 Quality Control Sampling and Testing. Quality control samples shall be obtained

asoutlinedinNY SDOT MaterialsProcedure 94-04M, Testing Frequencies Using Random Sampling at aHot
Mix Asphalt Plant.

Quality control sampling and testing shall be performed by Quality Control Technicians meeting the
requirements outlined in 8402-3.01 B. 2, Quality Control Technician.

Quality control testing procedureswill beverified by the Department on arandom basisby split sample
testing. The Manufacturer's quality control samples shall be split into two representative samples and
individually tested by the Manufacturer and the Department. The Department'stest resultswill becompared
to the Manufacturer's test results.

When the split sample test results are within the allowable tolerances as outlined in Table 402-1,
AllowableTesting Tolerances, theManufacturer'squality control test resultsrepresenting the plant lot quantity
will be used to determine the daily QAF.

When the test results of the split sample exceeds the allowable tolerances, retesting of the subject
material shall be performed. When the test results of the retest split sample are within the alowable
tolerances, the Manufacturer'squality control test resultsrepresenting the plant ot will beused to determine
the daily QAF.

When the test results of the retest split sample exceeds the alowable tolerances, production for
Department projects shall be terminated and all the Manufacturer'squality control test results representing
the production up to thispoint will be used to determinethe daily QAF. Production for Department projects
will not beallowed until theRegiona Material sSEngineer issatisfied that the cause of theverification problem
has been resolved.

TABLE 402-1
ALLOWABLE TESTING TOLERANCES
Tolerance
Test Property .
Within Lab Lab to Lab
Gradation $ 425 Fm Sieve +5.0% +7.0%
Gradation < 425 Fm Sieve +2.0% +3.0%
Bulk Specific Gravity +0.020 +0.028
Maximum Specific Gravity +0.011 +0.019

Retesting of split samplesshall be performed ontheday the plant |ot material was produced or delivered.
If production has been terminated for any reason, the retesting shall be performed duringinitia production
of the next plant lot. When thereis no future production, the subject material shall be considered aplant ot
and the daily QAF shall be 1.00.

During the required quality control sampling and testing, the Manufacturer shall obtain a hot bin or
composite aggregate split samplerepresentative of thequality control sample. A minimum of oneaggregate
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split sample shall be obtained per day for each mix type produced. The aggregate split sample shall be
reduced to testing size, identified and retained at the production site for aminimum of ten production days.
Theretained aggregate split samples shall beidentified asto plant | ot, sublot, and mix type. Hot bin aggregate
samples shall be packaged separately by hot bin and retained together. Composite aggregate samples shall
be dried before packaging.

All required compacted hot mix specimens, including the maximum specific gravity samples shall be
retained at the production sitefor aminimum of ten production days. The compacted specimensand gravity
samplesshall beidentified asto the plant | ot, sublot, and mix type. The compacted specimensand thegravity
samples shall be air dried and packaged.

All retained aggregate samples, compacted specimensand gravity samplesmay be discarded at the end
of the specified time period, unless otherwise directed by the Regional Materials Engineer.

The Department reservestheright to witnessany or al quality control sampling and testing, and test any
or al retained samples for specification conformance.

Sampling and testing shall be performed using test proceduresand frequenciesoutlined in thefollowing
Table 402-2, Quality Control Sampling and Testing.

TABLE 402-2
QUALITY CONTROL SAMPLING AND TESTING

Test Sample Test Quality Control
Property Location Method Frequency
Aggregate NYSDOT AASHTO T27
Gradation MM 5.0 MM 5.0 (1)
Aggregate NYSDOT NYSDOT 1 Every other Sublot
Moisture (2) MM 5.0 MM 5.0 Minimum 2 Per Day
Air Voids NYSDOT AASHTO T166 &
Plant Mixture (3) MM 5.0 T209 1 Per Sublot
MM 5.13M/
MM 5.16M
Wet Analysis
Minus 75Fm sieve 4 AASHTO T11 1 Per Week
Plant Mixture NYSDOT NYSDOT
Moisture (2), (5) MM 5.0 MM 5.0 As Required
Plant Mixture Plant and Haul Routinely, Minimum
Temperature Vehicle N/A 4 Times Per Day
Plant Mixture NYSDOT NYSDOT Routinely, Minimum
Asphalt Content MM 5.0 MM 5.0 4 Times Per Day/Mix
NYSDOT NYSDOT
RAP Moisture MM 5.0 MM 5.0 2 Per Week
NYSDOT NYSDOT
RAP Extraction MM 5.0 MM 5.0 2 Per Week
Asphalt Cement NYSDOT
Sampling (6) MM 5.0 N/A 2 Per Day
Friction Aggregate NYSDOT NYSDOT As outlined in
Sampling MM 28 MM 28 MM 28
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Notes:

(1) Volumetric design mixes - one test every other sublot, minimum one per day.
Non -Volumetric design mixes - one test every sublot.

(2) Required for drum mix plant only.

(3) Required for volumetric design mixes. 5

(4) Batch plant hot bins and drum mix plant composite sample.

(5) Required for batch and drum mix plants when producing recycled mixes.

(6) Department will be responsible for sample submission.

A. Sampling. Quality control samplesfor aggregate and hot mix asphalt shall be obtained randomly
using the procedures outlined in NY SDOT Materials Procedure 94-04M, Testing FrequenciesUsing 10
Random Sampling at aHot Mix Asphalt Plant. Other required quality control samplesshall be obtained
as outlined below in B., Testing, and Table 402-2, Quality Control Sampling and Testing.
B. Testing. The Manufacturer shall perform all quality control testing as outlined below:
1. Aggregate Gradation.  The aggregate gradation analysis shall be determined using the
proceduresoutlined in NY SDOT Materials Method 5.0, Plant I nspector's Manual for Bituminous 15
Concrete Mix Production. Aggregate gradationsfor any mix typeare consideredin control whenall
quality control sieve test values remain within the Job Mix Formula tolerances.
a. Volumetric Design Mixes. An aggregate gradation analysis shall be performed every
other sublot of hot mix asphalt produced. A minimum of oneanalysisper day shall be performed
for each mix design produced. 20
b. Non-Volumetric Design Mixes. An aggregate gradation analysis shall be performed
every sublot for each hot mix asphalt mix design produced.
2. Determination of Material Finer than the 75Fm Sieve. Material finer than the
75um sieve shall be determined in accordance with the procedures outlined in AASHTO T11,
Standard Test Method for Materia sFiner than 75um Sievein Mineral Aggregatesby Washing. The 25
material finer than the 75Fm sieve shall be determined for each production plant aminimum of one
per week. The analysis shall be performed on the batch plant fine hot bin and the drum mix plant
composite sample. Sampling of batch plant coarse aggregate hot bins will be required and/or the
testing frequency modified for the fine hot bin if deemed necessary by the Regiond Materids Engines.
3. AirVoid Analysis - Volumetric Design Mixes.  Air void analysis shall be determined for 30
each subl ot of volumetric design hot mix asphalt produced. Theair void analysisshall be determined
onthehot mix asphalt obtained from the haul vehicle. When hot mix asphalt holding binsareused for
standard storagetimesasoutlinedin 8401-3.03, Hot BituminousMixtureHolding Bins, theair void
analysis shall be determined after the storagetime. Theair void analysis shall be determined using
the procedures outlined in NY SDOT Materials Method 5.13M or 5.16M. The Materials Method 35
used will depend upon thetype of mix design specifiedinthecontract documents. In conjunctionwith
theair void analysis, theVoidsin Mineral Aggregate (VMA) and VoidsFilled with Asphalt (VFA)
shall be determined.
4. Determination of Asphalt Content. The asphalt content shall be determined using the
proceduresoutlined in NY SDOT Materials Method 5.0, Plant I nspector's Manual for Bituminous 40
Concrete Mix Production. Theasphalt content shall be cal culated duringinitial productionand then
routinely throughout production aminimum of four times per day per mix type.
5. Mixture Temperature. The mix temperature shall be determined at the beginning of
productionwith thefirst or second haul vehicle and then routinely throughout the productionday. A
minimum of four temperatures shall be determined per day independent of mix type. The 45
temperature shall betransmitted to the project paving sitewith the haul vehicledelivery ticket. When
hot mix asphalt holding binsarel oaded for storage, themix temperature shall bedetermined routinely
throughout the loading time.
6. Aggregate and Mix Moisture Content (Drum Mix Plant). The aggregate and hot mix
asphalt moisture shall be determined using the proceduresoutlinedinNY SDOT MaterialsMethod 50
5.0. Thecompositeaggregate moisture content shall bedetermined daily duringinitial productionand
then mid-way throughout the production day. A minimum of two aggregate moi sture contentsshal
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be determined per day. The hot mix asphalt moisture content shall be determined as deemed
necessary by the Regional Materials Engineer.
7. Asphalt Cement Sampling. The Manufacturer shall obtain samples of the asphalt
cementinaccordancewiththeproceduresoutlinedinNY SDOT MaterialsMethod 5.0. A minimum
of two samplesshall be obtained each productionday. All samplesshall beappropriately identified
and stored at thefacility site. Sample containers, documentation and submission of the sampleswill
be the Department's responsibility.
8. Friction Aggregate. Thefriction coarse aggregate must meet the requirements outlined in
8401-2.03 A., Coarse Aggregates. The Manufacturer shall perform friction coarse aggregate
sampling andtesting using proceduresoutlinedinNY SDOT MaterialsMethod 28, Friction Aggregate
Control and Test Procedure. Thefriction coarse aggregate test procedure shall be performed at the
production facility at frequencies outlined in Materials Method 28.
9. Recycle Mixes. TheManufacturer shall performall sampling andtesting of hot mix asphalt
contai ning reclaimed asphalt pavement using proceduresoutlinedinNY SDOT MaterialsMethod 5.0.
Quality control testing frequenciesfor recyclemix production shall befollowed asoutlinedin §402-
3.04, Quality Control Sampling and Testing, except the following tests shall be performed at
frequenciesoutlinedinNY SDOT MaterialsMethod 5.0 and Table402-2, Quality Control Sampling
and Testing.
a. RAP Moisture Test
b. RAP Extraction Test
c. Recycle Mix Moisture Test
C. Airvoid and Gradation Reporting. Air void control test values shall be calculated to the
nearest 0.001 of apercent and reported to the nearest 0.01 of apercent. Aggregategradati on control test
values shall be calculated to the nearest 0.01 of a percent and reported to the nearest 0.1 of a percent.
When determining test result acceptability, theair void test value shall be referenced to the mix design
median of 4.00 percent and the gradation test value referenced to the Job Mix Formula target value.
D. Sampling and Testing Disputes. Whensampling and testing disputes occur, the Department
will performreferee sampling and testing. Refereesampleswill be obtained randomly and independently
from the quality control samples and tested at the Regional or Central Office laboratory. If production
has been terminated, the Manufacturer's retained samples representing the disputed plant lot will be
tested. The Department'sindependent refereetest resultsarefina and will be used to determinethedaily
QAF for the disputed quantity and the acceptance of the in place production material.

402-3.05 Production Control. During productiontheManufacturer isallowed to make process control
adjustments providing the mix design target values are strived for. However, target value adjustments are
allowed providing the target value remains within the specification general limits and the adjustments are
properly documented in the plant diary. Only the aggregate gradation production tolerance is allowed to
exceed thegenera limits. Adjustmentsto any volumetric design target valuewill only beallowed providing
all specified volumetric mix propertiesremainwithin the specification production limits. When any test value
consistently fallsoutsidetheall owable production tol erance, correctiveactionsmust betaken. The Regional
Materials Engineer must be notified prior to production of any subsequent adjusted sublot.

The Manufacturer may terminate production at any time. TheManufacturer shall immediately notify the
Project Engineer and the Regional Materials Engineer when production is terminated. When the
Manufacturer terminates production, the hot mix asphalt quantity produced up to that point will be considered
aplant lot and the daily QAF will be determined using all the required quality control test values and any
additional test val uesobtai ned from theterminated plant | ot. Hot mix asphalt in storagefrom any terminated
plant lot having a QAF less than 0.90, or any required testing not in conformance with the specification
requirements is considered unacceptable for Department projects.

When production of any mix type consistently yieldsadaily QAF lessthan 0.94, the mix design may be
rejected. When the daily QAF of any mix type is less than 0.90 for two consecutive production days,
corrective actions must be taken. If by the end of thethird production day, corrective actionsdid not yield a
daily QAF of 0.90 or greater, production of that mix shall beterminated. When productionisterminated under
these conditions, the Manufacturer shall demonstrate by trial production that the production processyieldsa
QAF of 0.90 or greater. The Manufacturer shall immediately notify the Regional Materials Engineer when
production yields adaily QAF less than 0.90.
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;‘Ail Mixing Plant Control. Theprovisionsof §401-3.02 through 8401-3.03 shall apply including the
ollowing:

All mix productionwill beintheautomatic mode. Any material produced in anon-automatic mode
shall not be shipped and the Regional M aterial SEngineer notifiedimmediately. Material producedinthe
automatic modethat exceedstwicethe production tolerancewill not be shipped. Material producedinthe
automatic modethat isbetween the singleand doubl e producti on tol erance may be shipped, however, the
Regional MaterialsEngineer will determineafter review of theprinted production recordsif thematerial
is acceptable to the Department.

During production, all recordation prints must indicate the mix type being produced as well as an
indication as to which holding bin is being charged by the mix.

402-3.06 Production Quantities. The Manufacturer shall notify the Regional Materia’s office by
3:00 PM on the day before any production for the Department.

TheManufacturer shall maintain arecord of each daysproduction quantity for each mix design supplied
to the project site. These quantities must be tabulated on adaily basis, retained at the production facility and
madeavailabletothe Department for review. All production quantitiesshall betransmittedtotheproject site.
Eachdelivery vehicle supplying hot mix asphalt shall beaccompanied by adelivery ticket indicating thetotal
quantity inmetric tonsbeing delivered. Thedelivery ticket quantity shall be determined from the automated
prgPorti oning systemor thedel iver%/ vehicleweigh system. Themethod of determining thedelivered quantity
shall be subject to the approval of the Regional Materials Engineer. The delivery ticket shall contain the
following minimum information:

. Delivery Ticket Number

Plant Identification

Contract Number

Material Description, (including the PG-Binder Grade and an indication of which holding bin the
material was drawn from)

Quantity of Material in Vehicle

F. Dateand Time

One legible copy of the delivery ticket shall be made available to the state paving inspector prior to the
placement of the mixture.

m OOw>

402-3.07 Documentation. The Manufacturer will maintain at each plant facility all process
control test data. The test data must be kept in a ringed type book and stored in the production facility
laboratory. Test data must be updated in this book within 24 hours following each plant lot production. As
a minimum, the book must contain the control E)Ian, job mix formulas, design target values, test data
summaries, and daily production quantities. All forms, except control charts will be supplied by the
Department. Test data must be documented on NYSDOT Form BR-331M, Production Summary Sheet.
A separate Production Summary Sheet shall be used for each mix design produced. All production process
control actions shall be outlined in the plant diary. A summary of all test data shall be transmitted weekly
to the Regional Materials Engineer.

A copy of the plant automation printout for each mix type produced shall be kept at the plant facility
site and must be available for review at all times.

Air void control charts shall be plotted for each volumetric mix type and posted in the laboratory or
kept in a separate book. All control charts must be updated within a 24 hour period. As a minimum, the
following production actions shall be documented:

. Date and time of test sample

Gradation analysis

Wet analysis of material finer than 75Fm sieve
Air void analysis

Aggregate and hot mix asphalt moisture content
Asphalt content

Production mix temperature

Lot and sublot identification

Random sample test location

Itemized daily production project quantities
Friction aggregate test results

Voids in Mineral Aggregate (VMA) and Voids Filled with Asphalt (VFA)

CrRCTIOMMUOW)

402-4 METHOD OF MEASUREMENT. The provisions of 8§401-4 and 8403-4, Method of
Measurement, shall apply including the following:

The Manufacturer shall determine each day the production quantity of each ?Iant lot. The quantity shall
be measured by the number of actual metric tons produced at the plant facility. The quantity shall be
determined from the automated proportioning system or the delivery vehicle weigh system. The quantity
shall be measured or calculated based on the measured amount and reported to the nearest 0.01 of a metric
ton.
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The Department will determine a daily QAF for each days production from either Table 402-3, Air
Voids in Plant Mixture (Volumetric Designs) or Table 402-4, Percent Passing (Non-VVolumetric Designs).
The daily QAF will be used to calculate the quality payment adjustment for each days production.

TABLE 402-3
AIR VOIDS IN PLANT MIXTURE ( Volumetric Designs )

Quality Average Absolute
Adjustment Value of

Factor (Test Value - 4.0)
1.05 0.00-0.17
1.04 0.18-0.33
1.03 0.34-0.50
1.02 0.51-0.67
1.01 0.68 - 0.83
1.00 0.84-1.00
0.99 1.01-1.10
0.98 1.11-1.20
0.97 1.21-1.30
0.96 1.31-1.40
0.95 1.41-1.50
0.94 1.51-1.60
0.93 1.61-1.70
0.92 1.71-1.80
0.91 1.81-1.90
0.90 1.91-2.00
0.85 (1) over 2.00

(1) Refer to 8402-4, Method of Measurement.

Quality payment adjustment for volumetric design mixtures is based on plant mixture air voids.
Quality payment adjustment for non-volumetric design mixtures is based on plant mixture aggregate
gradation.

The daily QAF for volumetric design mixtures is obtained from Table 402-3, Air Voids in Plant
Mixture. When hot mix asphalt holding bins are used for volumetric design mixtures, the daily QAF for
the stored mixture will be determined on the day of delivery.

The daily QAF for non-volumetric design mixtures will be calculated for all Job Mix Formula sieves
having design target values less than 90 percent passing. The daily QAF for non-volumetric design
mixtures shall be the lowest factor obtained from Table 402-4, Percent Passing, unless each individual
QAF is 1.00 or greater. If each individual QAF is equal to or greater than 1.00, the highest calculated
QAF will be used.

When the daily QAF for any plant production material is less than 1.00, the Contractor has the option
to remove and replace the subject material at no cost to the Department or agree to accept the adjustment
in payment.

When the daily QAF for any plant production material is less than 0.90, the subject material will be
evaluated by the Department to determine if it will be left in-place. The type of material produced, the
layer in which it was used and the location of use will be the primary considerations for determining
whether the subject material is left in-place. If the subject material is left in-place, a daily QAF of 0.85
will be used to calculate the quality payment adjustment. If the subject material is not left in-place, it shall
be removed and replaced at no cost to the Department.

When material is removed and replaced by the Contractor, the daily QAF for the replaced material
will be determined as outlined in this subsection.

The daily QAF applies to all production quantity deemed acceptable by the Engineer.
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402-5 BASIS OF PAYMENT. The provisions of 8403-5, Basis of Payment shall apply.

TABLE 402-4
PERCENT PASSING (Non - Volumetric Designs )
Average Absolute Value of
Quality (Test Value - JMF Target Value)
Adjustment
Factor Sieve Size Sieve Size Sieve Size
425Fm and Larger 180Fm 75Fm
1.05 0.0-0.8 0.0-0.5 0.0-0.3
1.04 09-15 0.6-1.0 04-05
1.03 1.6-2.3 1.1-15 0.6-0.8
1.02 24-3.0 1.6-2.0 09-1.0
1.01 3.1-45 21-3.0 11-15
1.00 46-6.0 3.1-4.0 1.6-2.0
0.99 6.1-6.3 41-4.2 2.1
0.98 6.4-6.6 43-44 2.2
0.97 6.7-6.9 45-4.6 2.3
0.96 70-72 47-4.8 2.4
0.95 73-74 49-5.0 25
0.94 75-78 51-5.2 2.6
0.93 79-81 5.3-54 2.7
0.92 8.2-84 55-5.6 2.8
0.91 8.5-8.7 5.7-5.8 2.9
0.90 8.8-9.0 59-6.0 3.0
0.85 (1) over 9.0 over 6.0 over 3.0

(1) Refer to 8402-4, Method of Measurement.”

Page 4-26, line 5, delete SECTION 403 - HOT MIX ASPHALT CONCRETE PAVEMENT, in its
entirety and replace it with the following:

“SECTION 403 - HOT MIX ASPHALT CONCRETE PAVEMENT

403-1 DESCRIPTION. This work shall consist of constructing a pavement course of plant-mixed hot
mix asphalt concrete (HMA) on a prepared base in accordance with contract documents and in reasonable
close conformity with the required lines, grades, thickness and typical sections shown on the plans or
established by the Engineer.

403-2 MATERIALS. The provisions of §401-2.01 through 401-2.06 shall apply except that, friction
aggregatesare not required in mixtures placed on shoul ders unless otherwise specified in the contract plans
or proposal.
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403-3 CONSTRUCTION DETAILS. Theprovisionsof §401-3.01 through §401-3.15and §402-3.01
through 8402-3.07 shall apply.

403-4 METHOD OF MEASUREMENT. The provisions of §401-4 and 8402-4 shall apply including the
following:

Quality payment adjustments are applicable for all hot mix asphalt in accordance with the
specifications herewith and the provisions outlined in the contract proposal. All quality payment
adjustments are measured in Quality Units. Quality Units will be determined for each days production by
using the daily Quality Adjustment Factor (QAF) for plant production, pavement density, longitudinal joint
density and pavement smoothness and the appropriate tons accepted by the Engineer.

Quality Units = (Quality Adjustment Factor - 1.00) x Appropriate Accepted HMA Tons

403-5  BASIS OF PAYMENT. The unitbid price per ton for all pavement courses shall include the
cost of furnishing all materials including any cleaning and tack coat applied pursuant to §401-3.01, and all

equipment and labor necessary to complete the work. In addition, Quality Units may apply to the hot mix
asphalt items as calculated in 8403-4. Payment of Quality Units will be made based on the Index Price

listed in the contract documents. The index price shown in the itemized proposal for each Quality Unit
shall be considered the price bid. The unit (index) price is NOT to be altered in any manner by the bidder.

Should the bidder alter the amount shown, the altered figure will be disregarded and the original price will

be used to determine the total amount bid for the Contract.

Payment will be made under:

Item No. Item Pay Unit
403.110001 M Asphalt Concrete - Type 1 Base Course Metric Ton
403.110010 M Plant Production Quality Adjustment to 403.110001 M Quality Unit
403.120001 M Asphalt Concrete - Type 2 Base Course Metric Ton
403.120010 M Plant Production Quality Adjustment to 403.120001 M Quality Unit
403.130001 M Asphalt Concrete - Type 3 Binder Course Metric Ton
403.130010 M Plant Production Quality Adjustment to 403.130001 M Quality Unit
403.150001 M Asphalt Concrete - Type 5 Shim Course Metric Ton
403.150010 M Plant Production Quality Adjustment to 403.150001 M Quality Unit
403.160001 M Asphalt Concrete - Type 6 Top Course Metric Ton
403.160010 M Plant Production Quality Adjustment to 403.160001 M Quality Unit
403.170001 M Asphalt Concrete - Type 6F Top Course (Friction)

Marshall Design Metric Ton
403.170010 M Plant Production Quality Adjustment to 403.170001 M Quality Unit
403.180001 M Asphalt Concrete - Type 7 Top Course Metric Ton
403.180010 M Plant Production Quality Adjustment to 403.180001 M Quality Unit
403.190001 M Asphalt Concrete - Type 7F Top Course (Friction)

Marshall Design Metric Ton
403.190010 M Plant Production Quality Adjustment to 403.190001 M Quality Unit
403.210001 M Asphalt Concrete - Truing and Leveling Course Metric Ton
403.210010 M Plant Production Quality Adjustment to 403.210001 M Quality Unit”

Page 4-29, line 20, insert “Pavement™ after "Bituminous"

Page 4-30, line 10, insert "or" between "surface" and "when"

Page 4-39, line 22, insert "of Bituminous" after "Milling"
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